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ExtremeRouting™ SLX 9740
サービスプロバイダおよび大規模エンタープライズデータセンターで
のコアアグリゲーションのための次世代の固定フォームルーター

組織はますますオンプレミス、プライベート、ハイブリッドクラウドからフルマ
ルチクラウドアーキテクチャへと拡大しており、デジタル変革がビジネス環境
を再形成するのに合わせて、俊敏性、スケール、セキュリティ、信頼性、および
コストの要件に対応しています。デジタル時代で成功を収めるには、急速に進
化するこれらの要求に対応し、コストを削減しながら運用を簡素化、拡張でき
るようにする適応性のあるネットワークプラットフォームが必要です。

ExtremeRouting SLX 9740シリーズプラットフォームは、エンタープライ
ズ向けネットワークと、ISP接続が終端するサービスプロバイダネットワーク（
インターネット）の間の境界として機能します。基本的な要件には、完全なイン
ターネットルーティングテーブル、ルーティングプロトコルBGP、OSPFおよび
IS-IS、EVPN VxLAN、ACL、BGPインターネットピアリングスケール、MPLS、
ディープバッファ、デバイス管理、およびエントリレベルのDDoS保護のサポー

トが含まれます。

Extreme Networksは、ビジネスニーズを満たす適切なルーティングソリュ 
 ーションを選択するための選択肢を提供します。オプションには、40 x 100
GbEポートを備えたSLX 9740 (IU)と80 x 100 GbEポートを備えたSLX
9740(2U)があり、最も要求の厳しいエンタープライズおよびサービスプロ
バイダのお客様にコスト効率の高いソリューションを提供します。

ハイライト
• 高密度、固定フォームファクタルーター、

超ハエンドデータセンター用の80 x 100
GbEまた40 x 100GbEポート、および
Internet Exchange Points (IXPs)のクロ
ス接続付き

• バースト性のあるトラフィックパターンに対
して実質的にあらゆるネットワークのトラ
フィックを処理するための最適なパフォー
マンスを保証する最大16GBウルトラディー
プバッファ

• キャリアクラスのMPLS、VXLAN、および
デュアルスタックIPv4/IPv6機能を備えた
フル機能のデータセンタースイッチおよび
ルーター

• オープンなカーネルベースの仮想マシ
ン(KVM)環境をサポートし、それに対応
する統合アプリケーションホスティング
Extreme提供またはサードパーティの顧
客固有のアプリケーョン、コンテナ - ネット
ワーキングオペレーティングシステムから
完全に分離

• ディープバッファと10/25/40/100 GbE接
続の固定フォームファクタスイッチによる集
約を備えたコラプスキャンパスコア

• データセンタースパインおよびデータセン
ターインターコネクトネットワーキング用
BGP EVPNVXLAN
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インターネットスケール 
ルーティングプラットフォーム

SLX 9740は、今後のネットワーク帯域幅、デバイス、サ
ービスの爆発的な増加に対処するために必要なスケー
ルとパフォーマンスをコスト効率よく提供するように設計
されています。Extreme SLX-OSを搭載したこの柔軟な
プラットフォームは、現在最も要求の厳しいサービスプロ
バイダ、データセンター、およびエンタープライズネット
ワークに展開されている実証済みのExtremeルーティン
グ、MPLS、キャリアイーサネット、およびVXLANオーバ
ーレイテクノロジーを活用する、キャリアクラスの高度な
機能を提供します。

ウルトラディープバッファ
SLX 9740は、最も要求の厳しいサービスプロバイダお
よびエンタープライズネットワーク向けに設計された、デ
ィープバッファリングプラットフォームを提供します。ボー
ダールーターは、内部ネットワークとインターネット間の
相互接続ポイントです。大量のトラフィックがルータ間で
流れると、パフォーマンスを低下させずに異速度を吸収
し、マイクロバーストを処理しなければなりません。SLX
9740-40Cは8GB、SLX 9740-80Cは16GBのディープ 
パケットバッファで、これらの要求に対応します。

コア アグリゲーション
エンタープライズおよびコロケーションデータセンター
は、SLX9740を使用して複数のレイヤーに統合され、デ
ータセンターネットワークの上のエッジルーターとして使
用できます。MPLS またはレイヤー3プロトコルで、SLX
9740はデータ センター間、外部ネットワークを接続しま
す。マルチシャーシトランキング(MCT)は、動的なフロー 
ベース負荷分散を複数のネットワークノードに提供し、レ
ジリエンスのある高性能ネットワークを実現します。

統合型アプリケーションホスティング 
SLX 9740は、ルーティングOSとともにサードパーティの
VMベースのアプリケーションを実行でき、パフォーマン
スに影響を与えることはありません。この柔軟でオープン
なソリューションにより、サードパーティまたはExtreme
が提供するアプリケーションやツールをルーターで直接
展開できます。この設計は、コントロールプレーンやデー
タトラフィックの転送には影響しません。

インターネットエクスチェンジ 
ポイント

かつてないIXPトラフィックの増加に対応するため、ネッ
トワークの エッジで100 GbE接続を普及させる必要が
あります。SLX 9740がサポートするテクノロジー(VPLS
やEVPNなど)では、10 GbEから100 GbEへの移行、超
高密度が不 可欠であるため、ポート単価は重要な要素で
す。

柔軟なボーダールーティング 
ソリューション

SLX 9740 は、業界で最も強力なコンパクト ディープバ
ッファ デュアルスタックIPv4/IPv6インターネットボーダ
ールーターであり、最も要求の厳しいサービスプロバイ
ダ、エンタープライズデータセンター、およびMAN/WAN
アプリケーション向けに設計されたコスト効率の高いソ
リューションを提供します。堅牢なシステムアーキテクチ
ャとIPv4/IPv6、キャリアイーサネット2.0やOAMをもつ
MPLS/VPLSの用途の広い機能を利用することで導入が
柔軟になります。SLX 9740は、最大3.5MのIPv4/IPv6
ユニキャストルートをサポートする真のインターネットス
ケールボーダールーティングソリューションをサポートし
ます。



SLX 9740スイッチの仕様

光学/トランシーバー:このプラットフォームでサポートされている光ファイバー/トランシーバーの最新リストについては、Extreme Optics対応ツールを参照してくださ
い(https//optics.extremenetworks.com)

電力および放熱

アイテム Extreme SLX 9740-80C Extreme SLX 9740-40C

1600W AC PSU 1600W DC PSU

SLX 9740-80C 最大放熱量(BTU/時間)
(ファン回転数高、全ポート100%トラフィック、4 PSU)

SLX 9740-80C 最大消費電力 (ワット)
(ファン回転数高、全ポート100%トラフィック、4 PSU)

SLX 9740-40C 最大放熱量（BTU/時間） 
（ファン回転数高、全ポート100%トラフィック、2 PSU)

SLX 9740-40C 最大消費電力 (ワット)
(ファン回転数高、全ポート100%トラフィック、2 PSU)



音響

SLX 9740ソフトウェアの仕様

音圧

アイテム SLX 9740デフォルトのプロファイル SLX 9740ルートのプロファイル



製品仕様



RFC 2711 1Pv6 Router Alert Option 

RFC 3587 1Pv6 Global Unicast-Address Format 

RFC 4193 Unique Local 1Pv6 Unicast Addresses 

RFC 4291 1Pv6 Addressing Architecture 

RFC 4301 IP Security Architecture 

RFC 4303 Encapsulation Security Payload 

RFC 4305 ESP and AH cryptography 

RFC 4443 ICMPv6 

RFC 4552 Auth for OSPFv3 using AH/ESP 

RFC 4835 Cryptographic Alg. Req. for ESP 

RFC 4861 Neighbor Discovery for IP version 6 (1Pv6) 

RFC 3315 Dynamic Host Configuration Protocol for 1Pv6 (DHCPv6) 

1Pv6 Routing 
• RFC 5340 OSPF for 1Pv6 

• RFC 2545 Use of BGP-MP for 1Pv6 

• RFC 5308 Routing 1Pv6 with IS-IS 

• RFC 6106 Support for 1Pv6 Router Advertisements with 
DNS Attributes 

RFC 6164 Using 127-Bit 1Pv6 Prefixes on Inter-Router Links 

MPLS 
• RFC 2205 RSVP vl Functional Specification 

• RFC 2209 RSVP vl Message Processing Rules 

• RFC 2702 TE over MPLS 

• RFC 2961 RSVP Refresh Overhead Reduction Extensions 

• RFC 3031 MPLS Architecture 

• RFC 3032 MPLS Label Stack Encoding 

• RFC 3037 LDP Applicability 

• RFC 3097 RSVP Cryptographic Authentication 

• RFC 3209 RSVP-TE 

• RFC 3270 MPLS Support of Differentiated Services 

• RFC 3478 LDP Graceful Restart 

• RFC 3815 Definition of Managed Objects for the MPLS, LDP 

• RFC 4090 Fast Reroute Extensions to RSVP-TE for LSP Tunnels 

• RFC 4364 BGP/MPLS IP Virtual Private Networks 

• RFC 4379 OAM 

• RFC 4448 Encapsulation methods for transport of Ethernet over 
MPLS networks 

RFC 5036 LDP Specification 

RFC 5305 ISIS-TE 

RFC 5443 LDP IGP Synchronization 

RFC 5561 LDP Capabilities 

RFC 5712 MPLS Traffic Engineering Soft Preemption 

RFC 5918 LDP "Typed Wildcard" FEC 

RFC 5919 Signaling LDP Label Advertisement Completion 

Layer 2 VPN and PWE3 
• RFC 3343 TTL Processing in MPLS networks 

• RFC 3985 Pseudowire Emulation Edge to Edge (PWE3) Architecture 

• RFC 4364 BGP/MPLS IP Virtual Private Networks 

• RFC 4447 Pseudowire Setup and Maintenance using LDP 

• RFC 4448 Encapsulation Methods for Transport of Ethernet over 
MPLS Networks 

RFC 4664 Framework for Layer 2 Virtual Private Networks 

RFC4665 Service Requirements for Layer 2 Provider-Provisioned 
Virtual Private Networks 

RFC4762 VPLS using LDP Signaling 

RFC 5542 Definitions of Textual Conventions for Pseudowire (PW) 
Management 

RFC 6391 Flow-Aware Transport of Pseudowires 

RFC 6870 PW Preferential Forwarding Status Bit 

RFC7432BGP MPLS-Based Ethernet VPN -Partial 

RFC 7348 Virtual extensible Local Area Network (VXLAN): A 
Framework for Overlaying Virtualized Layer 2 Networks over Layer 3 
Networks (Partial) 

draft-sd-12vpn-evpn-overlay-03 (A Network Virtualization Overlay 
Solution using EVPN) Partial 

draft-ietf-bess-evpn-overlay-04 (A Network Virtualization Overlay 
Solution using EVPN with VXLAN encapsulation) Partial 

draft-ietf-bess-evpn-overlay-12 A Network Virtualization Overlay 
Solution using EVPN 

draft-ietf-bess-evpn-igmp-mld-proxy-00 (IGMP and MLD Proxy for 
EVPN) 

Management and Visibility 

• Integrated industry-standard Command Line Interface (CLI) 

• RFC 854 Telnet 

• RFC 2068 HTTP

• RFC 2818 HTTPS

• RFC 3176 sFlowvS 

• sFlow extension to VXLAN 

• RFC 4253 Secure Shell (SSH) 

• Secure Copy (SCPv2) 

• SFTP 

• RFC 8040 RESTCONF Protocol -PATCH, PUT, POST, DELETE support. 

• RFC 5905 Network Time Protocol Version 4 

• RFC 3986 Uniform Resource Identifier (URI): GenericSyntax 

• RFC 6241 NETCONF Configuration Protocol (Partial) 

• RFC4742 "Using the NETCONF Configuration Protocol over Secure 
Shell (5SH)" 

• RFC 6020,"YANG- A Data Modeling Language for the Network 
Configuration Protocol (NETCONF)" 

RFC 6021, "Common YANG DataTypes" 

RFC4741 NETCONF (Partial) 

Chrome 

Curl 

SNMP Infrastructure (vl, v2c, v3) 

RFC 1157 Simple Network Management Protocol 

RFC 1908 Coexistence between Version 1 and Version 2 of the 
Internet-standard Network Management Framework 

RFC 2578 Structure of Management Information Version 2 

RFC 2579 Textual Conventions for SMlv2

RFC 2580 Conformance Statements for SMlv2 

RFC 3410 Introduction and Applicability Statements for Internet 
Standard Management Framework 

• RFC 3411 An Architecture for Describing SNMP Management 
Frameworks 

RFC 3412 Message Processing and Dispatching 

RFC 3413 SNMP Applications 

RFC 3414 User-based Security Model 

RFC 3415 View-based Access Control Model 

RFC 3416 Version 2 of SNMP Protocol Operations 

RFC 3417 Transport Mappings 

RFC 3418 Management Information Base (MIB) for the SNMP 

RFC 3584 Coexistence between Versionl, Version2, and Version3 of 
the Internet-standard Network Management Framework 

• RFC 3826 The Advanced Encryption Standard (AES) Cipher 
Algorithm in the SNMP User-based Security Model 

SNMP MIBs 

IANA-ADDRESS-FAMILY-NUMBERS-MIB 

IANA if Type-MIB 

sFlow v5 MIB 

RFC 1213 Management Information Base for Network Management of 
TVP/IP based internets v5 MIB 

RFC 2674 Bridge MIB 

RFC 2790 Host Resource MIB 

RFC2819 RMON Groups 1, 2, 3, 9 

RFC 2863 The Interfaces Group MIB (IF) 

RFC 3289 Diffserv MIB 

RFC 363S Etherlike lnterfaceType MIB 

RFC 3811 MPLS TCSTD MIB 

RFC 3812 MPLS TESTD MIB 

RFC 3813 MPLS LSR MIB 

RFC 4001 Textual Conventions for Internet Network Addresses 

RFC4022 Textual Conventions for Internet Network Addresses (TCP) 

RFC 4113 Management Information Base for the User Datagram 
Protocol (UDP) 

RFC 4133 Entity MIB 

RFC 4273 BGP-4 MIB 

RFC 4292 IP Forwarding Table MIB (IP-FORWARD) 

RFC 4293 Management Information Base for the Internet Protocol (IP) 

RFC 4444 IS-IS MIB 

RFC 4750 OSPF v2 MIB 

RFC 4878 DOT3-0AM-MIB 

RFC 7257 VPLS MIB (Partial) 

RFC 7331 BFD MIB 

WWW.EXTREMENETWORKS.COM 6
 





注文情報
部品番号 説明

©2021 Extreme Networks, Inc. All rights reserved. Extreme NetworksおよびExtreme Networksロゴは、米国およびその他の国におけるExtreme Networks, Incの商標または登録商標です。
その他のすべての名称は、それぞれの所有者に帰属します。Extreme Networksの商標に関するその他の情報はhttp://www.extremenetworks.com/company/legal/trademarksを参照してくださ
い。記載の各種仕様、および製品の販売状況は予告なく変更される場合があります。39530-0721-15

http://www.extremenetworks.com/company/



